
Site Name: Cottonwood Hil}s Recyclin# and 

:tion ’~ -A~I Events 
Military Tirn~ 

I 

Start I Date/Time End Date/Time 

! 

Duration (hours) 
Event Code .......... 

(see back of 
form) 

/ 
/ 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Ptan was not followed, notify site engineer immediatety. 

I 

:Step 

Section. 2 - l~Ifunctiott Events Only 

Correct}re Action Procedures for A!~ lt/la~Jnct~ons Procedure completed 

Determine if the malfunction causing an unsafe operating c~ndition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 

[] 
harm people, the environment or the landfill gas control equipment. 

t 
ff conditio.ns are unsafe, noti~ your supervisor and follow_steps under No. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas ~ow?). [] 
ff landfit/ gas is being released, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 

3. 
b. Place a temporary cap on piping 

[] c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technician, ~iectdcian, 

4. consultant or other) are needed for malfunction diagnosis. [] 
tf other p#rspnn#!~::@~s~rces are not needed, go to.No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: [] 
b. Con~ site repr~en~iv# ~ith information recorded in No. 5.a. 

Start malfunction diagnosis. [] 
Determine if other resources are needed to fix the malfunction (qualified i 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 

[] representative, or other). 
If other resources are not needed, go to No. 9. 
Contact qualified resource: 

[] 
a. Record contact name,.date and time: 

Once the malfunction is fixed, restart the system per SOP if it had been shut 
[] 

down, and record starlup times and dates on this form. 
~Record date that malfunction occurred, date that malfunction was repaired, 

and total time that system was out of service in boxes in Section t of this form. 
t ~S~gn thi~form, copy it, and place it in the Startup Shutdown, Malfuncti£n file, 

~ If the procedures listed above were not followed, contact the site engineer 

Check one of the to/lowing for each step; 

Procedure Not Apptic~bie 

[] 

[] 

[] 

[] 

[] 
[] 
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Site Name: Cottonwood Hi~lS Rec¥clinq and Disposa! Faci!itv 

Type of Event 

[~J--atart~Jp 

[] Sh~:tdown =~ 

~alfunction 

[] Non’malfunction 

Date Form Filled Out:~"~’~t 

;tion I -All Events 
Mititary Time 

Date/Time Start Date/Time End Duration (hours) 

,! 

Event Code 
(see back of 

[0rm) 

SOP* Fotlowed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Ptan 
**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - ~alfur~ction Events Only 

Step Corrective Action Procedures for Aft ~lfunctions 

Check one of the following for each step: 

Procedure completed 

Deter-mine if the malfunction caus’i’r~an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and foflow steps under 
Determine if tandfilt gas being released to the air (can you smell landfill gas, or 
measureldetect uncombusted gas flow?). 
If landfill gas is being released,‘ fqfl£.w....steps under No, 3, 

tf unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other 

Determine if other personnel/resource (qualified technician, electrician, ’ 
consultant or other) are needed for malfunction diagnosis. 
I~ other personnel or resourceF are not needed, go to .No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information reco[ffed in No. 5.a.. .............. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfuncti~r~ ~{~alified. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9.                  = 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per sOP if it ~a~’ been shut 
down, and record startup ~imes and=dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 

~ign this form, copy ~t, and place it in the Startup Shutdown, Mpifunction file. 
If the procedures Iisted above were not followed, contact the site engineer 
immediately. 

Procedure Not Applicable 

[] 
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..~=rtu# ! Sh~dowrt / [~affunction Report Form 

Site Name: Cottonwood Hills Re.e~clin~ and Disposal Facitity 

Type of Event 

~}~Sta rtup 

[] Shut’~own 

---~alfunction 

[] Non-malfunction 

Date Form Filed Out: 

-¢ion ’1 -Ati Events 
~ti~ry Time                                                     SOP* Followed? 

Event Code 

Date/Time Start Duration (hours) (see back of Yes No 
form) 

Comments: 

== 

Complete Section 2 Below 

..,. , ~.-    . . ~]~.~=,.~! 
:~ ,,=~.=~,. ~ 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM PIan was not followed, notify site engineer immediate|y. 

Section 2 - ~aifunction ..Events Only 

Corrective Action Procedures for A!! i~a{funct|ons 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable Step 

...... Determine if the malfunction causing an unsafe operating c~ndition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 

l / f conditions are unsafe, notify your supervisor and fo//ow steps under No. 3. 
Deter~i’~ if landfill gas being release~t~ th~ air (can you sm~ll landfill gas, or 

2. measureldetect uncombusted gas flow?.). 
ff /andfit/ gas is being released, fol/ow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) tandfil gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e,, duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technidan., electddan, 
4. consultant or other) are needed for malfunction diagnosis, 

If other ##rsonne/ or resources are not needed, go to .No. 6: 
Contact qualified resource: 

5.           a. Record contact name, date and time: 
b. Contact site representative with information recorded inNo~5.a. 

: ~i== Start malfuncti0n d~agnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, efectrician, contractor, on=site resources, manufacture¢s 
representative, or other). 
/f other resources are not needed, g# to No. 9. 

8. 
Contact quaified resource: 

a. Record contact £~me, date and time: ................. 
9. Fix the malfunction. 

.... Once the malfunction is fxed~ restart the system per SOP if it had been shut 
0. j down, and record startup times and dates on this form. 
:. 3 ~ecord date that malfunction ocoun’ed, date that malfunction was repaired, 

and total time that system was out of service in boxes in. S...ecti..o..n ...!....of this form. 
Sign thi~form, copy it, and place it in the Startup Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 

t3. 
immediately. 

Page 3 of 3 

WM01714 



Site Name: 

~/~/~" S~rtup ! Shut~owr~ l Ma~function Report Forr~ 

Cottonwood Hills Rec¥c n~ and Disposal Facitity 

Events 

Type of Event 

[] Shutd0wn 

E~}’~al.fun ctio n ....... 

~=:=~on-m~’i{~nctfon 

Date Form Filled Out: 

Military Time 

Date/Time Start Date/Time End Duration (hours) 
Event Code 
(see back of 

form) 

, SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Star!ups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Nlalfuncti<~n Events Only 

Step Corrective Action Procedures for All Nalfunct~ons 

"Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control, equipment. 
If condi#~, s are unsafe~ notify your sul~r~i_sor a.nd.foll£w.~.teps under No, 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 

..(f tandfill [las.,~.bein~ released, follow steps under No. 3. 
tf unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determir~e if other personnel/resource (q ualified techni~iar~’, ’~l’~ricia n, 
consultant or other) are needed for malfunction diagnosis. 
If other personne/ or resources are not needed, ~o to .No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
ff other resources are not needed, go to No, 9. 

Contact qualified resource: 
a. Record contact name, d_ate and time: 

Fix the malfunction. 
Once the malfunction i~=fix~d, restart the system per SOP if it had been shut 
do~n~ and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section !...qf this form. 

Sign this form, copy’ i~, and place it in the Startup Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Procedure completect 

Check one of the foflow, i~ng for......e.ach step: 

Pr~cedure Not Applicable 
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Site Name: 

"~"~ [/�/¢6" Startup [ Shutdowr~ l ~a~function Report Form 

Cottonwood Hills Recyciinq and Disposa! Facility 

~f!on ~ --A~I Events 
Mititary Time                                                   SOP*. ~£.!!..o.wed? 

Type of Event                                                                                        No** 

Date Form Filled Out: 

Comments: 

Date/Time Start Date/Time End Duration (hours) 

! 

Event Code 
(see back of Yes 

form) ........... 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - ~alfunction Events Only’ 

Step 

, f Sign this form, copy it, and place it in the Startup Shutdp~, Malfuncti0’~ file. 

! If the procedures listed above were not followed, contact the site engineer 
13. immedialely. 

Corrective Action Procec~ures for All M~lfunctions 

D~termine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and follow steps unde~ N.,o. 3. 
Determine if landfi~t gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?.). 
If landfill gas is bein~l released, follow steps under No, 3. 
If unsafe operating condition exists, or landfill gas is being releasedto the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b, Place a temporary cap on piping 
c. Apply other device (i.e,, duct tape) 
d, Shut down blower 
e. Turn off main power disconnect switch to blower 
f. OL~h~; (D..,.escr!be): ........... 

Determine if other personnel/resource (qualified technician, electricianl ...... 
consultant or other) are needed for malfunction diagnosis. 
ff otherpersonnel or resources are not needed, go to .No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site represent~iye with inform#~!0~ [ecorded in No. 

Start malfunction diagnosis ........ .... 
Determine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If oth~F resources are not needed, ~to 1o No. 9.                . .......................... 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix t~ malfunction ........... 
OnCe the malfunction is fixed, restart th~ ~ystem per SO# if it had been shut 
down, and re~rd ~tartup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section t of this form. 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 
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Site Name: Cottonwood Hills Recycfinq and Disp.0sal Facility 

~eion i -A[I Events 

Type of Event 

[~..-S’t’artu p 

[] Shutdown 

Mititary Time                        . 
Event Code 

Date/Time Start Date/Time End Duration (hours) (see back of 
form) 

[] Non’malfunction 

........... 
Date Form Filled Out: 

Comments: 

SOP* Followed? 

NO** Yes 

Complete Section 2 Below 

"Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
*~lf SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - ,.~alfunction Events Only 

p Corrective Action Procedures for AJl i~lfunct~ons 

4. 

5, 

6. 

7. 

8. 

9. 

0. 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control, equipment. 

If.condilions are unsafe, notify your supervisor and follow step..s under No. 3. 
Determine if fandfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
If landfill gas is being released, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being retea~ tO the a~r, 
stop (if possible) landfilt gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resourco (qualified technician, ele~rician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resources are not needed, go to No. 6,       . ..... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in N#.~.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified i 

technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
ff other resources are not needed, go to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: .......... 
Fix the malfunction. 

’ onc~ the malfunction is fixed, restart th~ s~ste~ ~r SOP if it had been shu{ ..... 

Check one of the fot~ (pwing for each step: 

down, and redid s~rtup times and dates on this form, 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section l.....o.f, this form. 

Procedure completed 

D 

Procedure Not Applicable 

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 
I If the procedures listed above were not followed, contact the site engineer 

immediately. 
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Site Name: ~ottonwood Hills Recyclinq and Disposal Facilit~ 

-.tion I -All Events 

Type of Event 

[~Startup 

[] Shutdown 

[~}--f~alfunction 

Military Time 

Date/Time Start Date/Time End Duration (hours) 

Event Code 
(see back of 

form) 

SOP* Followed? 

Yes 

Complete Section 2 Below 

[] Non-malfunction 

Date Form Filled Out: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediat.ely. 

Section 2 -f~alfunction Evenf~ Only 

Corrective Action Procedures for Aft ~alfunct~ons Step 

Determinei{the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm peopJe, the environment or the landfitl gas controt equipment. 

t~ ff coff~.d. .~ons are unsafe, no. tify supervisor and follow step~ ~n.der No. 3. your 
Determine if landfill gas being released to the air (can you smell landfill gas, or 

2. measure/detect uncombusted gas flow?). 

...... /f landfill,gas i~ being! released,, fo//oW~ .s, teps under No. 3. 
if unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) tandfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c, Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f, Other (Describe~: 

Determine if other personnel/resource (qualified technician, electrician’, ............. 

4. consultant or other) are needed for malfunction diagnosis. 
If oth~t’p#~sonnet or resources are not needed, go to .No. 6.           . ...... 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b.~ Contact site representative with information [ecorded in No. 5.a.:. 

start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 

7. 
technician, electrician, contractor, on-site resources, manufacture¢s 
representative, or other). 
If other resources#re not needed, go to No. 9,               . ............ 
Contact qualified resource: 

8. a. Record contact name, date and time: 
9. Fix the malfunction. 

" 0 I Once the malfunction is fixed, restart the s~stem pe~ S’~’#’ if it l~&d been shut 
I down, and record startup times~@nd~dates on this form. 
! Record date that malfunction occurred, date that malfunction was repaired, 

a~n.=�[ total time that system was out of se~!~ in bQxes in Section t of th..i.s., forr~... 

Sign this form, copy it, and place it in the Startup Shutdown~Malfunction file. 
If the procedures ffsted above were not followed, contact the site engineer 

13. immediately ...................... 

Check one of the following/for each step: 

Procedure completed Procedure Not Applicable 
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__v~..(, ~/~ #- Stirrup. [ Shut(~ow~ i ~a{fu~ctio.n Report Form 

Site Name: Cottonwood Hii~s Recyclinq and Disposa! Facility 

Type of Event 

E~]"S~artup 

[] Sh~{down~ ~ 

E~Malfunction 

[] NonZmaffunct[on 

Date Form Filled Out: 

Comments: 

~.tion i -ktl Events 
Military Time 

Date/Time Start Date/Time End Duration (hours) 

,i 

SOP*. Followed? .... 
Event Code 
(see back of Yes No** 

form) 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - Malfunction Evenf~ Only 

Step Corrective Action Procedures for All l~talfunctions 

D~termine if the malfunction caas’i’n~’an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are uns.a.f.e..,.,.~otify your supervisor and follow steps under 3. 
Determine if tandfi~l gas being released to the air (can you smell landfill gas, or 

2. measure/detect uncombusted gas flow?). 
If landfill gas is being released,. :follow steps under No, 3. 
tf unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ........ 

Determine if other personnel/resource (qualified technician, electrician,’ 
consultant or other) are needed for malfunction diagnosis, 
ff other personnel or resource~.n~needed, g~to~No. 6. 
Contact qualified resource; 

5. a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

6. Sta’~t m~tfunction diagnosis. 
Determine if other resources are needed to fix the ma’lfun~’i’~~"i~alified . 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
lf other resources are not needed, go to No. go                . ........ 
Contact qualified resource: 

8. 
a. Recor~ contact name, date and time: 

9. Fix the malfunction. 
....... 0’Jlce the matfundion is fixed, restart the system per S’~’F~’ if it I~1 been shut 

down, and record stsrtup ~imes and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and tota~ time that system was out of serv~ i~ boxe~ in Section t of this form. 

~.~ Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 
If the procedures listed above were not fotiowed, contact the site engineer 

I3, immediately. 

..... C.,h..e. ck one of the foflowing for each step: 

Procedure completed P~ecedure Not Applicable 
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S.t rtup / Shutdown I M Ifunc ion Report Form 

Site Name: C~.ttonwood Hifts Recyctinq and Disposa~ Facility 

Type of Event 

~tartup 

[] Shutdown 

---~J~unctian 

[] Non-malfunction 

Date Form Fil~ed Out: 

Comments: 

Date/Time Start Duration (hours) 

Event Code 
(see back of 

.... form) 

SOP* Followed? 

Yes N 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engfneer immediately. 

Sectipn 2 - Malfunction Events Only 

Step CerrectJve Action Procedures for All N~lfunctions Procedure completed 

Check one of the following for each step: 

Procedure Not Applicable 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 

[ Ifcondi~ons am unsafe, n~tifyyoursupervisorandfolfowsteps ur~derN..,O, 3. 
Determine if tandfiit gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
lf fandfil/ gas is being! released, fo//ow step~ unde~ No. 3. 
if unsafe operating condition exists, or tandfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. C!ose nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (Le., duct tape) 
d, Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technic4an, electddan, 
const~ltant or other) are needed for malfunction diagnosis. 
If other personnel or resources are not needed, go to No. 6.               .... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representativ..e with informa.tion.re.~.rded in No. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9,                 . .......... 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per sO# if it 1~" been shut 
down, and record startup times andantes 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this forr£...~ 
Sign this form, copy ~t, and place it in the Startup Shutdown,. M=a. !...function file. 
If the procedures tisted above were not followed, contact the site engineer 
immediately. 
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Startup I Shutdown ! r~aifunction Report Form 

Site Name: Cottonwood Hills Recyclin_q and Disposal Facility 

~tion 1 -All Events 

Type of Event 

~[~hutdown 

[] Malfunction 

[] Non-malfunction 

Military Time 

Date/Time End Duration (hours) 

,( 

Event Code 
(see back of 

form) 
Date/Time Start 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - Malfunction Events Only_ ...... 

Step 

L 

4, 

5. 

6. 

7. 

8. 

9. 

0, 

13. 

Corrective Action Procedures for All M~lfunctions 

Determine if the malfunction causing an unsafe operating condigon (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas contro[ equipment. 
ff cond~,.on, s are unsafe, no#~ your supervisor and foflow steRs..‘under No. 3. 
Determine if tandf~ll gas being released to the air (can you smeil landfill gas, or 
measureldetect uncombusted gas flow?). 
If landfill gas is being released, follow steps under No. 3, 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landf~ll gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe):., 

"~etermine if other personnel/resource (qualified te&hnidan, electrician, 
consultant or other) are needed for malfunction diagnosis. 
tf :other pe~onnel or resources are not neede.d, go to .No. 6.    . ....... 
Contact qualified resource; 

a. Record contact name, date and time: 
b. Contact site representative with information recorded~n No. 5,a. 

Start ma!function diagnosis. 
Determine if other resources are needed to fix the malfunction (qualifierS’ ’ 

technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
lf other resources are not needed, go to No. 9. 
Con~a’~’~alified resource: 

a. Record contact name, date and time: 
Fix t[qe malfunction. 

Once the malfunction is fixed, restart the system per SOP i.f it had been shut 
down, and rec£.£d.....st.artup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 
Sign this form, copy it, and place it in th~e~ Startup Shutdown, Malfunction file. 
If the procedures listed above were not foltowed, contact the site engineer 
immediately. 

Check one of the following fo~( each step: 

Procedure completed Procedure Not Applicable 

[] 

[] 

[] 

[] 

[] 
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~tion ~ -All Events 
Military ]-!me        ~ ............ SOP* Follow~? ..... 

Type of Event      Date/Time Start Date/Time End Duration (hours)                                       No** 

[ -;s artup ..... 

[] Shutdown 

l~-4~l~nction 

[] Non-malfunction 

Event Code 
(see back of 

form) 
Yes 

Complete Section 2 Below 
....... -~ ~’ ~; ;,~,’ ,z~,., 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
*’If SOP in SSM Plan was nol followed, notify site engineer immediately, 

Section 2 - ~alfunction Events Only 

Step 

13, 

Corrective Action Procedures for All Ntalfunct~ons 

Determine if the malfunction causing an unsafe operating condition (air 
entedng landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
ff conditions are unsafe, notify your supervisor and foflow steps under NO. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
If l~ndfill gas is being released,., folt.o.w.., steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. 
c, Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technician, electrida~:;: : 

4. consultant or other) are needed for malfunction diagnosis, 
If other personnel or resoumes are not needed, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b, Contact site=rePres#ntative with information recorded in No. 5.a. 

6, Start malfunction diagnosis, 
Determine if other resources are needed to fix the malfunction (qualified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to NQ: 9~ 
Contact qualified resource: 

8. 
a, Record contact name, dale and time: 

9. Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 

O. 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was ~aired, 
and total tjrn~ that #ystem was out of service in boxes in Section !..£.f this form. 
sign this form, ~py it, and place it in the Startup Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 
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.S~up I Shutdown I M;~lfur~ction Report Form 

Site Name: Cottonwood Hills::R~:~:~iin_cl and Disposal Facility 

~tior~ I - All Events 

Type of Event 

~Startup 

[] Shutdown 

~tf~alfunction 

’[~ N0’~Lmalfunction 

Military Time 

Date/Time Start Date!Time End Duration (hours) 
Event Code 
(see back of 

form) 
Yes 

SOP* Followed? 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm peopte, the environment or the landfill gas control equipment. 
If condibons are unsafe, notify your supervisor and foflow steps under No. 
Determine if landfill gas being released to the air (can you smell landfifl gas, or 
measure/detect uncombusted gas flow?). 
If landfill gas is being released, follow steps under No. 3. 
if unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Appty other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnegresource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
!f otherpensonne/ or resources are not needed, go to .No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
10. Contact site representative with information recorded in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resou~es are not needed, go to No. 9.            , .............. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfun~ion is fixed, restart the system per SOP if~i{’’l~~d been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 
if the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 
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. 

Site Name: Cottonwood Hills Rec¥clinc~ and Disposal Facility 

~tion 1 -Ait Events 

Type of Event 

~S~h ~tdown 

[] ~alfunction 

[] Non-malfunction 

Militant’ Time 

9ate/Time End Duration (hours) 

Event Code 
(see back of 

form) 

/ 

SOP* Followed? 

Yes NO** 

I 
Complete Section 2 Below 

Signature: __ 

Comments: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engfneer immediately. 

Section 2- Malfunction Events Only 

Step 

13, 

Corrective Action Procedures for All Malfunctions Procedure completed 

Che¢k..~.n.e of the following for each step: , . 

Procedure Not Applicable 

[] 

[] 

[] 
[] 
[] 

[] 
[] 
[] 

Oete~rnine if the malfunctio~"~:~using an unsafe operating condition "(air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and follow steps under No. 3,., .... 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
ff fandfitl gas is being released, follow steps under No. 3 .......... 
if unsafe operating condition exists, or tandfitl gas is being r~te~-~ed to the air, 

i stop (if possible) landfill gas f~ow by one or more of the following: a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Appty other device (i,e., duct tape) 
d. Shut down blower 
e. Turn offmain power disconnect switch to blower 
f, Ot~e( (Describe): ................ 

Determine if other personneilresource (qualified technician, electrician, 
consultant or other) are needed for maffunction diagnosis, 
tf other pe~onnel or resources are not needed, go to No. 6.                . 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information re .cord..ed in No. 5.a. 

Start malfunction diagn~s.!.s..~.. 
Determine if other resources are needed to fix the maJfuncti’on iq~]fied . 

technidan, e]ectrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
ff other resources are not needed, go to No. 9.                  . ........ 
Contact quatified resource: 

a. Record contact name date and time: 
Fix the ma~fun.ctiOno’ .......... 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaite~i ......... 

and total..t.i=me that system was out of service in ~oxes in Section t of this form.. 
Sign this form, copy it, and place it in the Startup Shutdown,. M~.!~unction file. 

if the procedures listed above were not followed, contact the site engineer 
immediately. 

[] 
[] 
[] 
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, S~tup I Shutdown 1 Mslfunction Report Form 
¯ 

Site N~me: C.£ttonwood HittsR~@~tin_q and Dispesat Facility 

All Events 
Military Time 

DateYTime End Duration (hours) 
Event Code 
(see back of 

form) 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

~~~! ~ ~.~.~=~.,’.~. 

Type of Event 

,~]’~Start~p 

[] Shutdown 

~}~l~alfunction 

[] Non-malfunction 

Date/Time Start 

Signature: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events 0nly ......... 

Step 

!3. 

Corrective Action Procedures for All M~lfunctions 

Determine if the maffunc~ion causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill¯ gas control equipment. 
If condition,s.are unsafe, notify your supervisor and foflow ste.ps under No. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
If landfill gas .~s bein~t released, follow steps under No. & 
If unsafe operating condition exists, or landfill gas is being relea~ed to the air, 
stop (if possible) iandfilt gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Appty other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ......... 

Determine if other personnellresource (qualified technicJan, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or msources are not needed, go to .No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information record.#._.d in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
lf other resources are not needed, go to No. 9. 

Contact qualified resource: 
a. Record contact name, date and time: 

Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date thai malfunction was repaired, 
and total time that system was out of serv~ i~ boxes in Section 1 of this form. 
Sign this form, copy if, and place it in the. Startup Shutdown, M~.!..function file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one qf the following for each_step: _ 

Procedure completed Procedure Not Applicable 
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Form 

Site Name: Cottonwood Hills Recyclin_q and Disposa~ Facifity 

~tion ’~ - Alt Events 

...... Mifftary Time 

Type of Event 

[~tartup 

[] Shutdown 

~nction 

[] Non-malfunction 

Date Form Filled Out: 

Duration (hours) 

Event Code 
(see back of 

Corm) 

Signature: 

Yes 

SOP* Followed? 

Comments: 

NO** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - Malfunction Events One_ ........... 

Step 
i 

Procedure completed Corrective Action Procedures for All Malfunctions 

D~termine if the malfL~n~iOn¯ causing an unsafe operating conditior~ "(air 
entering landfili or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment, 
If conditions a .re. unsafe, notify your supervisor and follow steps under No. 3. 

--    " Determine if landfill gas being released to the air (can you smel] tandfi]] gas, or 
2. measurefdeter~ uncombusted gas flow?). 

If landfill gas is be.in....g_released, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being rele~ to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest vatve to source of emissions 
b. Place a temporary cap on piping 

3. 
c. Apply other device (i,e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determin~=~i~other personneltresource (qualified technician, e~ctric_Jan, 

4. consultant or other) are needed for malfunction diagnosis. 
If otherp~ers~on...n.el or msourees are not needed, go to .No. 6.. .............. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

Start malfun~’~ diagnosis.                        ’ ........... 
Determine if other resources are needed to fix the malfunction (qualified 

7, 
technician, electrician, contractor, on-site resources, manufacturers 
representative, or other). 
lf other resources are not needed, go to No. 
Contact qualified resource: 

8, a. Record contact name, date and time: 
9. Fix the malfunction. 

Once the malfunction is fixed, restart the system per SOP if it ha~"’been shut 
d~wn, and record startup times and dates op~hi~.for~~ ...... 

, Record date that malfunction occurred, date that malfunction was repaired, 
.... ~d total time that system was out of servic~ !~ boxes in Section 1 of this form. 

Sign this form, copy it, and place it in the Startuj~ Shutdown, Ma..If~nction file. 
If the procedures listed above were not followed, contact the site engineer 

13. 
immediately. 

Check one of the following for each step; 

Procedure Not Applicable 

E] 
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p//¢/¢~"     Stirrup I Shutdown / Maffunction Report Form 

Site Name: Cottonwood Hilfs Recyclin,q and Disposa~ Fa~i!ity 

~tion 1 -AI~ Events 

Type of Event 

[~ Shutd~n 

~d~l’alfu nction 

Non-maifunction 

Military Tj.me 

Date/Time Start Date/Time End Duration (hours) 
Event Code 
(see back of 

form) 

/-7 

SOP* Followed? 

Yes N o * * 

/ "~ Complete Section 2 Below 

Signature: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM PIan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 

Step 

L 

13. 

Corrective Action Procedures for All Malfunctions 

.,Check one of the following for each step: 

Procedure completed Procedure Not Applicable 

Determine if the malfunction causing ~n unsafe 0painting condition (air 
entering landfill or pfping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfilt gas control equipment. 
ff conditions are unsafe, notify your supervisor and follow steps under No. 
De{ermine if landfill gas being released to the air (can you smell tandfill gas, or 
measureldetect uncombusted gas flow?.). 

If landfill gas is being released, follow s.t~#.s, under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping. 
c. Apply other device (Le., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resou~: are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.~. 

Start malfunction diagnosis. 
3etermine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
/f other resources are hOtheaded, go to No. 9. 
Contact qualified resource: 

a. Record contact name, d~!e and time:: 
Fix the malfunction. 
once the malfunction is fixed, restart the system per SOP {f it had been shut 
down, and record star[up times and dates on this form. 
Record date that malfunction occurred, date that malfunction was ~aired, 
and total time thaj~yst~m was out of service in boxes in Section 1 of this form. 
Sign this form, copy it, and place i~ in the Startup Shutdown, Malfl~r~L~{ion file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood HiIIs Recvclin_q and Disposal Facilit~ 

WASTE MAi~JAGEM EI~T 

",tion.,..,l - All Events 
Military Time 

Type of Event 

[] Shut~Jown ................ 

~ Non-malfunction 

Date Fo~ Filled Out: 

Date/Time Start Date/Time End Duration (hours) 

Event Code 
(see back of 

form) 

Signature: 

Yes 

SOP* Followed? 

No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2- Malfunction Even~.Only 

Step 

1, 

12. 

13, 

Corrective Action Procedures for All Malfunctions 

Check )ne qf t~e f,,oltowing for ea~h step: 

Procedure completed Procedure Not Applicable 

D~termine if the mall~Jnction causing An~J’~{~afe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If condition.~..~re unsafe, notify your supervisor and follow steps under No:... 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measureldetect uncombusted gas flow?.). 
/f landfill gas.is‘,being released, fo//ow ~steps under No. 3. ¯ 
"if’unsafe operating condition exists, or landfill gas is being released to the 
stop (if possible) landfilt gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Desc, ri.b,.,,e,): 

Determine if other personneltresoL~rce (qualifie~’iechnician, electrician,’ 
consultant or other) are needed for malfunction diagnosis. 
/f other personne/ or resource~are not needed, go to No. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information r.e.~rded in No....~:a. 

Start malfunction diagnosis ........ 
Determine if other resources are"~~ed to fix the malfunctio~"~qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
/f other resources are not needed, go to No. 9.            . ........................ 
Contact qualified resource: 

a. Record contact name, date and time: .................... 
Fix the malfunction. 
Once’the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occun’ed, date that malfunction was repaired, 
and total time that sys.te...m was out of service in boxes in Section t of this form. 
Sign this forml copy it, and place it in the Startup Shutdown, Malfunction 
If the procedures listed above were not followed, contact the site engineer 
~mmediatelv.                         .. 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills R~cyclincl and Disposal Facility 

:tion 1 -All Events 

Type of Event 

[~tartup 

[] Shutdown 

Military Time 

Date/Time Start Date/Time End Duration (hours) 
Event Code 
(see back of Yes 

form) ........ 

[] 
[] 

SOP* Followed? 

No** 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Se.gtion 2 - Malfunction Events Only 

Step 

2. 

4. 

5. 

6. 

7. 

8. 

9. 

O. 

Corrective Action Procedures for All Malfunctions 

Dete~:mi~e if the malfunction caus’i~’g an unsafe operating condition ’(~ir 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the tandfill gas control equipment. 
If c.onditions are uns.afe,, n. otify your supervisor and follow step, s.. under No. 3. 
Determine if landfill gas being released to the air (can you smell landfili gas, or 
measure/detect uncombusted gas flow?.). 
If landfi/I gas is being released, follow steps under No. 3. 

If unsafe operating condition exists, or landfill gas is being rele~bd to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Appty other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resourc~ (quailed tech~ici~ar~,~’i~ctrician, 
consultant or other) are needed for malfunction diagnosis. 
lf other per~onn~£~ources are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information re.cqr.ded in No. 

Start malfunction diagnosis. 
: De~ermine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resoun~es are not needed, go to No. 9.                . .......... 
Contact qualified resource: 

a. Record~ntact name, date and time: ....... 
Fix the malfunction.: 
Once the malfunction is fixed, restart the system per s(~P if it I~d been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

I. and total time that system was out of service i~ boxe~!n Section t of this fore].... 

12. 

13, 

Procedure completed 

Check one of, t,he foflowin9 for each step; . 

Procedure Not Applicable 

Sign this form, copy it, and place it in the Startup. Shutdown,...Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Recycling and Disposal Facility 

ction 1 -All Events 

Type of Event Date/Time Start 

[] ShUtdown 

~nction 

[-]. No~-malfun~.ti~ 

Date Form Filled Out: "~’~"/ 

Mititary Time 

Date/Time End Duration (hours) 

,( 

Event Code 
(see back of 

form) ........ 

Yes 

Comptete Section 2 Below 

~, .~’~: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfun£t.!on Events Only ..... 

Step Corrective Action Procedures for All Malfunctions 

Determineif the malfunction ~a~sing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment, 
If contritions are un~a.f.e; ,nottfy your supervisor and follow steps under No. 3. 
Determine if tandfili gas being released to the air (can you smell tandfill gas, or 

2, measure/detect uncombusted gas flow?). 
If landfill gas is bein~l rele.a.~#d, follow steps und..e~ [.N. o. 3. 

If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (Le,, duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f, Other (Describe): _. 

’ "~etermine if other personnellresource (qualified technician, elect=:’ician, 
consultant or other) are needed for malfunction diagnosis, 
If other personnel or msources are not needed, go to No. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Con.t~..ct’ site representative Wi~ ~info[mation recorded....!. 

6. Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 

7. 
technician, electrician, contractor, on-site resources, manufacturers 
representative, or other). 
tf ether resources are not needed, go to No. 9. 
Contact qualified resource: 

8. a. Record contact name, date and time: 
9. ’Fix ’i’i~e malfunction. 

= ~once the malfunction is fixed, restart the system per SOP if it had been shut 
O, down, and record startup times and dates on this form. 

Reco~ date that malfunction ~urred, date that malfunction was repaired,’ ....... 
1, 

and total time that system was out 0f service in boxes in Section I of this form.. 
12. Sign th’i’~"{orm, copy it, and place it in th~::~artup Shutdown, Malfunction file. 

If the procedures listed above were not followed, contact the site engineer 
~3. immediately, 

Check Q~e of the foflowing for each step: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hilis Recycl n~ and Disposal Facility. 

cti__0..n I -All Events 

Type of Event 

[~]’~tartup 

[] Shutdown ..... 

~~ion 

[] Non-malfuncti~)’~ 

...... Mititary 

Date/Time Start 

Time          I 

Duration (hours) Date/Time End 
Event C~e 
(see back of 

form) 

/? 

Signature: 

SOP* Followed? 
I 

Comments: 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Sect{on 2 - Malfunction Events Only 

Step 

2~ 

3. 

4. 

5, 

6. 

7. 

9. 

O, 

l& 

Corrective Action Procedures for All Ma{functions 

Determine if’the malfunction causing in ~~~afe operating condition (ai~; .... 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and foflow steps ,under No, 3. 
Determine if landfill gas being released to the air (can you smell landfitl gas, or 
measure/detect uncombusted gas flow?). 
/f /andfi// gas is being re/eased, fo//~w ~t.eps under No. 3. 
if unsafe operating condition exists, or tandfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (Le., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f, Other (Describe): 

’ ~fetermine if other personnel/resource (qual’i’fied"t~hnician, ele~r~ctan, 
consultant or other) are needed for malfunction diagnosis, 
If other personnel or resources ~re not needed, go to No..6-    . ........... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information record.e...d...,~.n No. 5.a. 

Sta..d.......malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qu~ii~’&d . 
technician, electrician, contractor, on-site resources, manufacture¢s 
representative, or other). 

ff...£.t~er resources are not needed, go t~ No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and. dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total timetha~.sys~em was out of service in boxes in Section I of this form. 
Sign this form, copy it, andj~lace it in the Startup Shutdown, Malfunction file. 
if the procedures listed above were not followed, contact the site engineer 
immediatefy ............ 

Check one of the fotlpwing for ~ach step: 

Procedure completed Procedure Not Applicable 
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Startup 1 Shutdown / Malfunctien Report Form 

INAS’rE MANAGEMENT 

Site Name: Cottonwood Hills Recyc in,q and Disposal Fac~ 

~.tion 1 -All Events 

Date/Time End 

Date Form Filled Out: ~"~ "?/~.. ~,~/ ~ 

Duration (hours) 

Event Code 
(see back of 

........ form) 

Signature: 

SOP* Foflowed? 

No** Yes 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manua~ & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Ma~!f_unction Events Only ............. 

Step Corrective Action Procedures for All Malfunctions 

" Det~’~ine if the malfunctio’~’ causing an unsafe operating (~’dition (air 
entering tandfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsa...f.,e, notify your supervisor and fo.!low steps undet~ .N..o. 3. 
Determine if landfill gas being released to the air (can you smel~ ~andfill gas, or 

2. measureldetect uncombusted gas flow?,). 
If landfill gas is being re~eased, follow steps under No....3. 
if unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possibfe) landfill gas flow by one or more of the following: 

a, Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. 
c. Apply other device (i.e,, duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): . 

Determine if other personnel/resource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other pe~onnel or resources are not need~d,~ g£~No. 6.       . ......... 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. .~£n~act site representative with information recorded in No. 

6. Start maffunction diagnosis. 
D~termine if other resources are needed to fix the maifu~ction (qualified =~ 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9.       . .......................... 

8. 
Contact qualified resource: 

a. Record contact name, date and time: ................ 
9. Fix the malfunction. 

..... Once the matfuncti~0n is fixed, restart the’ s~t~rn"pAr SOP if tt had 
0. 

d..o.wn, and record startup times and dates on this form, 
Record date that malfunction occurred, date that malfunction was repaired, 

1. 
a.n..d..total time that system wa~ ~ut of service in boxes in Sectio.n .t... of this form.. 

12. Sign...this form, copy it, and place it in the StartupS~utdown, Malfun..ct!on file. 
tf the procedures listed above were not followed, contact the site engineer 

13. immediately. 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

WASTE 

Site Name: Cottonwood HiIIs Recyci n,q and..pisposal Facility 

Type of Event 

~Startup 

[] Matfl~nction 

[] ~~n-mafft~’nction 

M~i.t~ Time 

Date/Time Start 

Comments: 

Date/Time End ...... 
Duration (hours): = j 

1 

SOP* Followed? 
Event Co~e 
(see back of Yes No** 

form) ...... / 

Complete Section 2 Below 

~ Signature: .... ~/~ , .... 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM PIan was not followed, notify site engineer immediately, 

Section 2 - Malfunction Events Only, ........ 

Step 

2. 

3. 

4. 

5. 

6, 

7. 

8. 

9. 

0. 

Corrective Action Procedures for All Malfunctions 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 

Dete}~nine if the maffuncti0n causing ~n unsafe oper&:ting condition (a# 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your su~fvisor and follow steps #.nder No. 3. 
De~ermine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
ff landfill gas is being released, foflow steps under.No. 3. 
If unsafe operating condition exists, or tandfilf gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Ptace a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e, Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determineffo{her personnel/resource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other persotT~l or resources are not n#eded, go to No. 6.     . ............... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representativ~:~!th information recorded in No. 5.a. 

Start malfunction diagso~is. 
Determine if other resources are needed to fix the malfunction (qualifi’~d 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other}. 
If other resources are not needed, go to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the m~:ifunction is fixed, restart the system per SOP if it had been shut 
down, and record startup tim~ and dates on this form. 
Record date that malfunction occurred, date that malfunction was repairedl ............ 

and total time that system was out of service in boxes in Section1 of this fort’S.. 
Sigr~’i’.’i’his form, copy it, and place it in the Startup Shutdown, Malfu._n.ction file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

[] 

[] 

[] 

[] 

[] 

[] 
[] 

[] 

[] 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hi s Recyclin.q a..n..d Disposal Facility 

ction I -All Events 
........ . .~.i!itary ~ime I 

Type of Event Date/Time Start 

~tartup ......... ,../~1~’1U ........ L ~/~ 

[~hutdown 

[] Malfunction 

[] Non-malfunction 

Date Form Filled Out: 

Comments: 

I 
Date/Time End [ Duration (hours) 

~I~’I~ . ! 

"2 " 

Event Code 
(see back of 

..... form) 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 
~ ,~ ~(,.~,.,,.~ 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic} and Shutdowns are provided in SSM Plan 
**lf SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 

Step 

12’ 

Corrective Action Procedures for All Malfunctions 

betermine if th~ ~&if~’~tion causing an unsafe operating~’dition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If condition,?re unsafe, notify your supervisor and foflow steps under Ng. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measureldetect uncombusted gas flow?). 
If landfill gas f~..being released, fo//ow steps under No. 3. 
If unsafe operating condition exists, or landfi!l gas is being released to the ~ir, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Ptace a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resouroe (qualified technician, efectdcianl ....... 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resources are=n~ needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No.:...5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the ~aJf~nction (qualified ............ 

technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If othet~..m, sources are not needed, go to No. 9.: ............................ 
Contact qualified resource: 

a. Record contact name, date:~ndt!me;               .. 
Fix th~ malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been 
down, and re~rd startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time .that system....was out of service in boxes in Section 1.....o.f..this form. 
Sign this form, copy it, and place .i!.!£.~he Startup Shutdown, Malfuncti.oq ~.!e.. 
if the procedures listed above were not followed, contact the site engineer 
immediately. 

.... Check one of the following for each step: 

Procedure cornptete~ Procedure Not Applicable 
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Startup I Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hiils Rec¥clinQ and Disposal Facility 

~tJon 1 -All Events 

Type of Event 

~ Malfunction 

~ Non-maifun~ion 

Date Fo~ Filfed Out: ~~’ 

Mititary Time 

Date/Time Start Date/Time End Duration (hours) 

Event Code 
(see back of 

form) 

Signature 

SOP* Followed? 

Yes No’* 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Ptan 
"’~f SOP in SSM Plan was not followed, noti~ site engineer immediately. 

Section 2 - Malfunction Events Only, .... 

Step Corrective Action Procedures for All Malfunctions 

D~ermine if the matf~Jn~ion causing an unsafe operating=condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions am unsafe, notify your supervisp~an~ fo//ow steps unde~ N..o. 3. , 
~etermine if landfill gas being released to the air (can you smell tandflt] gas, or 
measure/detect uncombusted gas flow?.). 
!f /andfi/l gas is b@in,, g...mleased, fo//ow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3, 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f, Other (Describe): 

Determin~if other personnel/resource~qualified technician, etectric~’;n", 
4. consultant or other) are needed for malfunction diagnosis. 

...... If other pe~onnel or resources are not. ....n. .e...~ded, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact site representative with information recorded in No~:5.a. 

6. Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified i .... 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. & 

8. 
Contact qualified resource: 

a. Record contact name, date and time: 
9. Fix the malfunction. 

0. 
Once the malfunction is fixed, restart the System per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

1. and total time that system was out of service in boxes in Section t of this form. 

12. Sign this form, copy it, and place it...!n~.~th.e Startup Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 

13. immediately ..... 

Procedure completed 

Check one of the following for each step:, 

Procedure Not Applicable 
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Site Name: 

Startup / Shutdown / Malfunction Report Form 

Cottonwood Hitls Recyclincl and Oisposat Facili~ 

~tion I -All Events 

~ stYae of Event 

Date/Time Start 

[~--S~utdown 

[] Maffunction 

[] Non-malfunction 

Date Form Filled Out: ~-~~ i[ ~ 

Military Time 

Date/Time End Duration (hours) 

Event Code 
(see back of 

form) 

Sig nature 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 -Malfunction Events Only 

Step 

13, 

Corrective Action Procedures for All Malfunctions 

,,.Check one of the following:for each step: 

Procedure completed Procedure Not Applicable 

Oetermine’i(~ie malfunction causir~g"an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the iandfil! gas control equipment. 
If CO~L.ditions are unsafe,..nOtify your supervisor and follow steps under No:.. 
Determine if landfill gas being released to the air (can you smell fandfill gas, or 
measuretdetect uncombusted gas flow?). 
If tand.fi. [~ gas is being released, follow steps under No. 3. 
if unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfilf gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/res0urce (qualified te~ician, electrician,’ ’ " 
consultant or other) are needed for malfunction diagnosis. 
tf other pep3onnel or resources are not needed, go to No. 6.          . ............... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No....5:.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are n~.t n. ~.eded, go to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: ......................... 
Fix the malfunction. 
Once the malfuncti~r~i~ fixed, restart the system per SOP if it had been sh~’;{’ 
dow.n; and record startup times and dates on this form. 
Record date that malfunction occurred,date that malfunction was’ ’~l~ired, 
and to~..a.l..t..!me that system was out of se.~i~.c~...in boxes in Section 1..o.f..tLhiS form. 
Sign this form, copy it, and place it in the Startup Shutdown,: Malfunction 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

[] 

[] 

[] 
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St~rtu.p ! Shutdown ! Malfunction Report Form 

Site Name: Cottonwood Hills Recycli.n_q and Disposal Facility 

~ion i -Atl Events 

Type of Event 

[] Startup 

~Shut’~own 

[] Mai~;unction 

[] Non-malfunction 

Date Form Filled Out.~’~ 

Military Time 

Duration (hours) 

Event Code 
(see back of 

form) 

SOP* Followed? 

Date/Time Start Date/Time End Yes 

Complete Section 2 Below 

Comments: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immedia~ly. 

Section 2 - Malfun~f~on..E.ven~s Only’ 

Step Correc~Jve Action Procedures for All I~al~ur~ctions 

..... Determine if~e malfunction causing an unsafe operating condition (air 

I e ntering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If cond~ons are unsafe, notify your supervisor and follow steps under No. 3. 
Determine if landfitt gas being released to the air (can you smeli tandfill gas, or 
measureldetect uncombusted gas flow?.). 
/f /andfi// gas is being released, follow steps under No. ~.~ ....... 
tf unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Piece a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technidan, electrician, 
4. consultant or other) are needed for malfunction diagnosfs, 

If other p~rsonnel or resources ate not needed, go to-No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded!n No. 5,a. 

Start malfunction diagnosi~o 

Determine if other resources are needed to fix the malfunction (qualified . 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
ff other resources are not ~eeded, go to No. 9, 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form. 

Procedure completed 

. Check one q~the following foreach step: 

Procedure Not Applicable 

~==~i ’~ecord date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section~ of this form. 

j S~gn this form, copy it, and place it in the Startup Shutdown, Malfunction file. 

Ill the procedures listed above were not followed, contact the site engineer 
1.3, immediately. 
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